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General Description of the Company

Anhui Forklift Group Corporation Ltd. (hereinafter referred as Heli) is a leading enterprise of industrial trucks in China, 1 8/2 0 S Q

Since 2016, Heli has been ranked among the top seven in the world, representing Chinese brands to forge ahead towards higher stage.

(According to the “Top 20 Industrial lift truck suppliers” released by MMH.) G E 1 LI/G E6 LI/G E 2 LI

As the leading enterprise in China industrial truck industry, Heli has the ability and strength to participate in the global competition in a
higher level, larger scale and wider field. Heli has established overseas centers in France, Thailand and the United States, which enhance the
service ability in overseas market. Besides, relying on our global partners, we have established an overseas marketing and service network
in more than 80 countries and regions, and Heli products are sold to more than 150 countries and regions in the world. Inthe next five years,
Heli will vigorously promote the international operation and create a global famous brand.
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ANHUI HELI CO ., LTD.

Add [ No.668, FangXing Road, Hefei, China

Fax [ +86-551-63639966

Tel / +86-551-63639068(America); 63639258(Europe); 63639358(Asia);
63662105(Africa & Middle East); 63639530(Overseas Marketing)
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G3 series Three-wheel Lithium Battery
Forklift Truck (Double Drive)
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* Our products are subject to improvements and changes without notice.




COMPACT IN SIZE
BIG ON PERFORMANCE
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Higher Performance, Quicker Working Efficiency Enjoyable Driving Experience
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16-17km/h

Driving speed

wh@ B = = =7
Front wheel dual drive motors provide more power. 0.45m/s 0.6m/s Gand b canacke
Maximum lifting speed with load Maximum lifting speed without load athigh position

Fast Charging For LongBattery ~ Small Dimension, More Fexible
Life

FJ Display
1l = Narrow truck width is more suitable for narrow aisle application;
* Large angle steering axle makes the turning radius smaller satisfying
the loading and unloading operation in narrow aisle. — Powerful
. Feonomical Multi-gear performance mode can adapt to a

— Vaniety of working conditions at will.

Energy-saving—

Be equipped with full hydraulic High precision angle potentiometer
priority steering system, supply oil makes steering more sensitive and
ondemand, reduce vehicle energy accurate.

consumption
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ArrEmum TuroNes,

raaius as low as L. NOO\

LED light of the wholetruck has high  Low rolling resistance electric truck
brightness, long life and is more special solid tire reduces driving
energy saving. resistance consumption.

High Efficient Fast Charging,

24
Ultra Long Endurance lm E
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Realizes faster charging; standard 202ah lithium 18
battery has ultra long endurance;

The high density energy and fast charging

characteristics of lithium battery make it 12

possible to carry out full time operation without

interruption. mm Working time M Charging time




Intelligent Security Protection

identif
Intelligent limit buffering;

misopera ensure safety
Intelligent control strategy:
safety requirements.
Intelligent steering decelerati
the tuming can re

)

Lithium battery which heats itself automatically at low temperatures
has excellent low temperature adaptability.

Mast lowering ol Mast lifting
butfer

Operating Cost Comparison:
Lithium battery forklift vs. Lead-acid battery forklift vs. IC forklift
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GE1L/GE6L/GE2LI

Reliable, Superb Quality, Easy to Maintain

This forklift can work in cold storage at minus 20 degrees Celsius. And the
reinforced cast steering axle and the mast of optimized design ensure
safety.

ZF double drive axle, double AC motor, reducer,
differential, oil-cooled disc brake, high efficiency,
low noise, maintenance free, reliable quality.

The advantages of HELI lithium battery forklift trucks are more prominent in the life cycle cost.

Compared with internal combustion forklift truck, lithium battery forklift truck has the advantages of no noise, no pollution, small vibration
and simple operation.

Compared with the lead-acid battery forklift truck, lithium battery forklift has the characteristics of fast charging and charging at any time,
which is more suitable for multi shift operation.

Besides, HELI lithium battery forklift is maintenance free, high power conversion efficiency, and economical overall operation cost.

Purchase cost Purchase cost

Purchase cost
Explicit cost

Invisible cost

Lithium Battery
Powered Forklift Truck

AC Electric
Forklift Truck Internal Combustion
Counterbalanced Forklift Truck

HELI smart fleet management system nwaﬁsgggenl maangt‘ann%ent
domestic basic edition

Venhicle

wet intellige nt
management

Forklift Team
Management

Smart reports
forms




Characteristics
1.01  Manufacturer HEL]
1.02 | Model CPD155Q CPD165Q CPD185Q CPD20SQ
1.03  Configuration number GELLI/GE6LI/GE2LI GEILI/GE6LI/GE2LI GE1LI/GE6LI/GE2LI GE1LI/GESLI/GE2LI
1.04  Rated capacity Q kg 1500 1600 1800 2000
1.05  Load center distance c mm 500
1.06 Power mode Lithium Battery
1.07 | Driving mode Seated
1.08 | Load distance,center of drive axle to fork b3 mm 367 367 367 372
1.09 = Wheelbase y mm 1292 1292 1400 1400
Weight
2.01 Total weight (with/without battery) kg 2900/2620 29352655 3225/2945 3330/3050
2.02 Axle load (laden,front/rear) kg 3915/485 4035/500 4462 /563 4738/545
2.03 | Axle load (unladen,front/rear) kg 1319/1581 1335/1600 1496/1728 1545/1788
Tyres
3.01 Tyretype SE
3.02 | Tyre size,front 18X7-8 18X7-8 200/50-10 200/50-10
3.03  Tyre sizerear 140/55-9 140/55-9 16X6-8 16%6-8
3.04  Wheels,number front/rear (x=driven wheels) 22 2x/2 2x/2 2%/2
3.05 Tread,front by mm 920 920 928 928
3.06 | Tread,rear by mm 198 198 248 248
Dimensions.
4,01 | Mast tilt angle (forward/backward) a/f .| 57 57 57 57
4.02  Height(mastlowered) hy mm 2175 2175 2175 2175
4.03  Free lifting height h; mm 90 90 90 90
4.04  Lifting height (standard) hs mm 3300 3300 3300 3300
4.05  Max. height,extended hy mm 4039 4039 4039 4039
4.06 | Heightof overhead guard he mm 2040 2040 2040 2040
4.07  Heightofseat hs mm 1047 1047 1064 1064
4.08  Towing coupling height hyp mm 375 375 375 375
4.09  Overall length (with fork) L mm 2850 2850 270 2970
4.10  Overall length (without fork) I, mm 1930 1930 2055 2055
4.11 = Overall width by mm 1060/1076 106071076 10601120 1060/1120
4.12 | Forkcarriage,DIN standard 2A 2A 24 2A
4.13 | Forksize:thickness x width x length sfefl mm 35/100/920 35/100/920 35/100/920 40/122/920
4.14  Distance b fork-arms, Max./Min. bs mm 9607200 960/200 960,200 960/200
4.15 | Ground clearance (laden,between mast) my mm 90 90 90 90
4.16 = Ground clearance (center of wheelbase) my mm 100 100 100 100
4.17 i isle width for 1000x1200rms Ast mm 3120 3120 3245 3250
4.18 il heer aisl; for pallet 800 x1200mm | As mm 3320 3320 3445 3450
4,19 | Min. outside turning radius W, mm 1545 1545 1675 1675
Performance Data
5.01 Travel speed (laden/unladen) | km/h 16/17 16/17 16/16 16/16
5.02 | Lift speed (laden/unladen) m/s 0.45/0.65 0.45/0.65 0.41/0.6 0.4/0.6
5.03 = Loweringspeed (laden/unladen) m/s ?5753/0.5 ?57/&5 N 70.7578;,’0.5 B_gé/‘og
5.04 Max.drawbar pull (laden/unladen) N 12000/8750 12000/8750 14200711000 14200411000
5.05 | Max.gradeability (laden/unladen) % 22/30 22/30 22/30 22/30
5.06 Acceleration time(10 m)(laden/unladen) s 5.4/5 5.4/5 5.4/5 5.4/5
Battery
6.01 ‘ Battery voltage/Capacity VfAh 807202 80/202 80/202 807202
6.02 | Battery weight (Min./Max.) kg 260/320 260/320 260/320 260/320
Motor and controller
7.01 | Driving motor powering (S2-60min) kw 5.502 5.5x2 5.5x2 5.5%2
7.02 | Lifting motor powering (S3-15%) kw 14 14 14 14
7.03 | Driving motor controlling mode MOSFET/AC
7.04 | Lifting motor controlling mode MOSFET/AC
Addition data
8.01 ‘ Service brakefParking brake Hydraulic/Hydraulic(automatic parking)
8.02 ‘ Operating pressure for attachments Mpa 175 17.5 175 17.5

Note:For configuration number, 1: CURTIS Controller;2:ZAPI Controller;6 : HELI TECHNOLOGY Controller.
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Ast Right angle stacking aisle width

d: Clearance
i ls: Load Length
n bu: Load Width

2000
1800
1500
1250
g 1000
z 750
3 500
LOAD CENTER(mm) 500 700 900 1100
CPD15SQ CPD16SQ CPD18SQ CPD20SQ

Note:The vertical axis stands for load capacity and the horizontal axis
stands for load center which is calculated from the front surface of the
forks to the gravity of the standard load. The standard load means a
cubic with 1000mm edge length. When mast is tilted forward, using
non-standard forks or loading large goods, the load capacity will be
reduced. The load capacity of standard mast at different load center can
be known from this load chart.
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Light class led rear work light and led rear blue light {without switch control)
LED flickering warning light
LED rotary warning light
Led rotary buzzer warning light

" HEDING lithium battery

Steering automatic deceleration [ ]
Mast Max Load capacity (load center 500mm) Service weight Mast tilting Reversing handle with horn butten ®
model lifting height angle -
= a/p OPS system(Excluding descent) [ ]
15t 16t 18t 2.0t 152t 15t 16t 18t 2.0t Complete OPS system o)
M200 2000 1500 1600 1800 2000 1525 2828 2863 3144 3249 57 Seat belt switch []
M250 2500 | 1500 1600 1800 2000 1775 | 2855 2890 3181 3286 | 5/7 ity cl Multiway valve overload ®
M300 3000 1500 1600 1800 2000 2005 2884 2909 3209 3314 5/7 Security.cass Fire extingguisher o)
M330 3300 1500 1600 1800 2000 2175 2900 2935 3225 3330 57 3 ::%:-:‘ar% g:fni:;e language horn 8
M350 3500 1500 1600 1750 2000 2275 2011 2936 3236 3341 5/7 Electronic upper buffer [ ]
M370 3700 1500 1600 1750 2000 2375 2922 2047 3247 3352 57 Rearview mirror with angle in the middle []
M400 4000 | 1500 1600 1750 1950 2575 | 2965 2990 3290 3395 | 3/5 Left and right rear mirror @]
M425 4250 1500 1600 1750 1900 2700 3007 3033 3333 3438 3/5 Tilt speed limit [
M50 4500 1400 1500 1700 1850 2825 3023 3048 3348 3453 35 hctve srt‘;’b"‘m““”(“ﬁ‘"g heightamand above) :
- M500 | 5000 | 1300 1400 1600 1700 3075 | 3054 3079 3379 3484 | 3/5 : @)
M550 5500 1100 1200 1400 1400 3375 3112 3137 3437 3542 3/3 USB power [
M600 6000 800 900 1000 1100 3625 3143 3168 3468 3573 3/3 Mechanical valve | L]
Solenoid valve (proportional valve + thumb switch) | -
Comfort class Fan 0]
Color screen instrument ®
Heater
G Lo Free Performance mode control ®
Mast L] Loadca load center 500m: [oyera lifting height Service weight Mast tilting Steering wheel with operation ball []
\iftng helght pacity (load center m) {fork to =
el nre‘mely groun, (winBackies) f.')'g'fﬂ Steering wheel without operation ball [e]
15t 6t | 1st 20t 152t 152t 15t Let 18t 20t Honstandard Headigian The height of overhead guard is increased by 50mm &)
ZM200 2000 1500 1600 1800 2000 1525 510 2855 2890 3182 3235 57 s e Overhead guard with protective net @]
ZM250 2500 1500 1600 1800 2000 1775 760 2884 2019 3209 264 57 Cab O
. . Fit the front windshield @]
ZM300 3000 1500 1600 1800 2000 2025 1010 2012 2937 32371 3292 5/7 Cab/windshield glass Equipped with rear windshield 6]
ZM330 3300 1500 1600 1800 2000 2175 1160 2030 2965 3255 3300 5/7 Equipped with fop rain glass o]
 ZM350 3500 1500 1600 | 1750 2000 2275 | 1260 2041 2966 3266 321 57 No rear work lights or rear blue lights ®
ZM370 3700 1500 1600 1750 2000 2375 1360 2055 2980 3280 3355 5/7 LED rear work light @]
ZM400 4000 1500 1600 1750 1950 2575 1560 3000 3025 3325 2380 3/5 LED rear blue light (without switch control) 8
]
0]
o
[
@]
@]
[ ]
O
®

. e ) “Bﬁihg‘  Free . ’ T ENEROC lithium battery
asl | Uftingheight Load capacity (load center 500mm) mﬁ&; i (ting helght, Eele e e EIKTO lithium battery
S 5t 16t | Lst 20t 152t 152t 15t Tét 8t 70t O/ ?:fef; =
ZSM360 3600 1500 1600 1750 2000 1790 781 3044 3079 3369 3524 3/5 | Single tire (front wheel)
ZSM400 4000 1500 1600 1750 2000 1925 916 3069 3104 3394 3549 3/5 Double tire (front wheel) [ :
Z5M435 4350 1400 1500 | 1700 1900 040 | 1031 3097 3132 3422 3577 3/5 Metric thread Ld
ZSM450 4500 1400 1500 1700 1850 2090 1081 3108 3143 3433 3588 3/5 Other Amerlcan thread ]
Sleev for Tilting cylinder O
ZSM4T0 4700 1350 1450 | 1650 1750 2160 | 1151 3124 3159 3446 3601 3/5 Tilting cylinder.sleev for steering cylinder O
ZSM480 4800 1350 1450 1650 1750 2190 1181 3129 3164 3451 3606 3/5 HELI package ®
ZSM500 5000 1200 1300 | 1600 1700 229 | 1281 3151 3186 3473 3628 3/5 Neutral package (@]
ZSM540 5400 1050 1150 1250 1400 2425 1416 3207 242 3529 3684 33 Chinese sticker o
ZSM600 6000 800 900 1000 1100 2640 1631 3247 3282 3569 3124 33 ‘(E:%Z:_s:fa?é 8"
 ZSM6S0 6500 700 800 | 900 1000 2830 | 1821 3289 3324 3611 3766 3/3 TELT smart fleet ystem(standard versior) | o

Note: @ standard O optional — non-configurable

Lithium battery brand HELI CATL EIKTO
Voltage/Capacity 80v/202 80v/27l 80V/202 ‘ 80v/271 aov/arl
CPD15/16/18/205Q ° | [e) o \ o [s)
Low temperature heating of lithium battery ®

Charger DBOV200ALi-123 DBOV200ALI-423

Note: @ standard O optional — non-configurable




